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TC SERIES

TC SERIES
BRUSHLESS 
LITHIUM SERIES 

30

31

32

BRUSHED 
LITHIUM SERIES AC SERIES 

[20V] Drill / Impact Drill /Impact Wrench / Impact 
Driver / Circular Saw / Mini Circular Saw

[20V] Reciprocating Saw / Mini Reciprocating 
Saw / Jig Saw / Multi Tool / Angle grinder / 
Polisher / Random Orbital Polisher

[12V] Drill / Impact Drill / Impact Wrench / 
Impact Driver / Mini Reciprocating Saw  / Jig 
Saw / Multi Tool

33
[20V] Drill / Impact Drill / Impact Driver / Circular Saw 
/ Mini Circular Saw / Reciprocating Saw /Jig Saw  

34
[20V] Multi Tool / Sanding Machine / Bench Rotary 
Tool  / LED Light / Vacuum Cleaner / Air Fan / Blower

35
[12V] Drill / Impact Drill / Impact Driver / Bench Rotary 
Tool  / LED Light / Injection Box/  Battery&Charger

36
Injection Box/  Battery&Charger

37
[4V 8V] Screwdriver / Rotary Tool / Laser Level

38
Drill / Impact Drill / Circular Saw / Jig Saw / 
Multi Tool



.30.

Battery Voltage:
No Load Speed:
Torque Setting Range:
Chuck Size:
Max Torque (Soft/hard):
Max.drill capacity:  

20V
0-400/0-1300r/min
19+1
10mm 3/8”
40N.m
Steel 10mm / Wood 32mm

Battery Voltage:
No Load Speed:
Impact Rate:
Torque Setting Range:
Chuck Size:
Max Torque (Soft/hard):
Max.drill capacity:  

20V
0-400/0-1300r/min
0-6000/0-19000bpm
22+1
13mm 1/2”
40N.m
Steel 10mm / Wood 32mm

Battery Voltage:
No Load Speed:
Impact Rate:
Chuck Size:
Max Torque (Soft/hard):

20V
0-1000/0-2200rpm
0-3000bpm
1/2“
120/260N.m

Battery Voltage:
No Load Speed:
Impact Rate:
Chuck Size:
Max Torque (Soft/hard):

20V
0-1000/0-2200rpm
0-3000bpm
1/4“
110/220N.m

Battery Voltage:
No Load Speed:
Bore Diameter:
Blade Size:
Max Cutting Capacity:

20V
4800r/min
20mm 5/8”

140mm 5-1/2”
@ 90°: 45mm     
@ 45°: 32mm

Battery Voltage:
No Load Speed:
Bore Diameter:
Blade Size:
Max Cutting Capacity:

20V
4800r/min
20mm 5/8”

165mm 6-1/2”
@ 90°: 57mm 2-1/4”     
@ 45°: 43mm 1-3/4

Battery Voltage:
No Load Speed:
Bore Diameter:
Blade Size:
Max Cutting Capacity:

20V
3800r/min
10mm 

115mm 4-1/2”
@ 90°: 42.8mm 1-2/3”   
@ 45°: 28mm 1”

Battery Voltage:
No Load Speed:
Bore Diameter:
Blade Size:
Max Cutting Capacity:

20V
6500r/min
10/20mm 

125mm 5”
@ 90°: 41mm 1-3/5”     
@ 45°: 30mm 1-1/5”

Dual Speed DrillNo:95613 Dual Speed Impact DrillNo:95706 Impact WrenchNo:95311 Impact DriverNo:95312

Circular SawNo:97644 Circular SawNo:97637  Mini Circular SawNo:97639  Mini Circular SawNo:97651

 BRUSHLESS 



.31.

Battery Voltage:
No Load Speed:
Stroke Length:
Max Cutting Capacity:

20V
0-3000rpm
22mm
Wood 115mm  ; 
Steel 8mm ; Alu 10mm

Battery Voltage:
No Load Speed:
Stroke Length:
Max Cutting Capacity:

20V
0-3000rpm
15mm
Wood 65mm ; 
Steel 8mm ; Alu 10mm

Battery Voltage:
No Load Speed:
Stroke Length:
Max Cutting Capacity:

20V
1000-3000rpm
25.4mm
wood 100mm

Battery Voltage:
No Load Speed:
Oscillation Angle:

20V
12000-19500r/min
3°

Battery Voltage:
No Load Speed:
Oscillation Angle:

20V
12000-19500r/min
3°

Battery Voltage:
No Load Speed:
Dia.of.wheel:
Thread Size:

20V
10000r/min
115/125mm
M14

Battery Voltage:
No Load Speed:
Dia.of.wheel:
Thread Size:

20V
800-2300r/min
180mm
M14

Battery Voltage:
No Load Speed:
Dia.of.wheel:
Thread Size:

20V
1200-4200r/min
150mm
M14

Reciprocating SawNo:97713 Mini Reciprocating SawNo:97716 Jig SawNo:97805 Multi ToolNo:98605

Multi ToolNo:98606 Angle grinderNo:96607 PolisherNo:96713 Random Orbital PolisherNo:96714

 20V BRUSHLESS 



Dual Speed DrillNo:95615 Dual Speed Impact DrillNo:95713 Impact WrenchNo:95313 Impact DriverNo:95314

Mini Reciprocating SawNo:97714 Jig SawNo:97807 Multi ToolNo:98607 Multi ToolNo:98608

.32.

Battery Voltage:
No Load Speed:
Torque Setting Range:
Chuck Size:
Max Torque (Soft/hard):
Max.drill capacity:  

12V
0-400/0-1300r/min
19+1
10mm 3/8”
40N.m
Steel 8mm / Wood 20mm

Battery Voltage:
No Load Speed:
Impact Rate:
Torque Setting Range:
Chuck Size:
Max Torque (Soft/hard):
Max.drill capacity:  

12V
0-400/0-1300r/min
0-6500/0-19500bpm
22
10mm 3/8”
40N.m
Steel 8mm / Wood 20mm

Battery Voltage:
No Load Speed:
Impact Rate:
Chuck Size:
Max Torque (Soft/hard):

12V
0-2500rpm
0-3000bpm
3/8“
100N.m

Battery Voltage:
No Load Speed:
Impact Rate:
Chuck Size:
Max Torque (Soft/hard):

12V
0-2500rpm
0-3000bpm
1/4“
80N.m

Battery Voltage:
No Load Speed:
Stroke Length:
Max Cutting Capacity:

12V
0-3000rpm
15mm
Wood 50mm
Alu 8mm    PVC 65mm

Battery Voltage:
No Load Speed:
Stroke Length:
Max Cutting Capacity:

12V
1300-2800rpm
20mm
wood 65mm
Steel  8mm

Battery Voltage:
No Load Speed:
Oscillation Angle:

12V
12000-19500r/min
3°

Battery Voltage:
No Load Speed:
Oscillation Angle:

12V
12000-19500r/min
3°

 12V BRUSHLESS 



.33.

Rated voltage:
Frequency:
Input power:
No load speed:
Dia.of wheel:
Thread size:

220-240V/120V
50Hz/60Hz
650W(5A)
12000min-1

100mm(4”)/115mm(4-1/2”)
M10/M14

Angle grinderNo:66304 Dual Speed DrillNo:95622
No:95623 Dual Speed Impact DrillNo:95716 Impact DriverNo:95319

Circular SawNo:97646  Mini Circular SawNo:97643 Reciprocating SawNo:97717 Jig SawNo:97808

Battery Voltage:
No Load Speed:
Torque Setting Range:
Chuck Size:
Max Torque (Soft/hard):
Max.drill capacity:  

20V
0-400/0-1500r/min
18+1
10mm 3/8”(13mm 1/2”)
30N.m
Steel 10mm / Wood 20mm

Battery Voltage:
No Load Speed:
Torque Setting Range:
Chuck Size:
Max Torque (Soft/hard):
Max.drill capacity:  

20V
0-400/0-1500r/min
18+1
10mm 3/8”
30N.m
Steel 10mm / Wood 20mm

Battery Voltage:
No Load Speed:
Impact Rate:
Chuck Size:
Max Torque (Soft/hard):

20V
0-2000rpm
0-3000bpm
1/4”
120N.m

Battery Voltage:
No Load Speed:
Bore Diameter:
Blade Size:
Max Cutting Capacity:

20V
3800r/min
20mm 5/8”

140mm 
@ 90°: 41mm     
@ 45°: 36mm

Battery Voltage:
No Load Speed:
Bore Diameter:
Blade Size:
Max Cutting Capacity:

20V
3400r/min
10mm 

115mm 
@ 90°: 42.8mm     
@ 45°: 28mm

Battery Voltage:
No Load Speed:
Stroke Length:
Max Cutting Capacity:

20V
0-3000rpm
22mm
Wood 150mm 
Steel 6mm 

Battery Voltage:
No Load Speed:
Stroke Length:
Max Cutting Capacity:

20V
2500rpm
20mm
wood 65mm
Steel  6mm

 20V BRUSHLED



.34.

Rated voltage:
Frequency:
Input power:
No load speed:
Dia.of wheel:
Thread size:

220-240V/120V
50Hz/60Hz
650W(5A)
12000min-1

100mm(4”)/115mm(4-1/2”)
M10/M14

Battery Voltage:
No Load Speed:
Sanding Paper:

20V
12000r/min
140x140x93mm

Battery Voltage:
No Load Speed:
Chuck Size:

20V
6000-32000r/min
3.2MM 1/8”

Battery Voltage:
Power:
Switch:
Max Output：
Color Temperature：

20V
5W
50%/100%/Flashing
250LM/500LM
5000K

Battery Voltage:
Vacuum:
Dust Cup Capacity:

20V
8kpa
600ml

Battery Voltage:
No Load Speed:
Fan Diameter:

20V
2400/2700/3000rpm
250mm(10”)

Battery Voltage:
No Load Speed:
Air Flow speed:

20V
9500/14000rpm
58m/s

Angle grinderNo:66304 Multi ToolNo:98609 Sanding MachineNo:96724 Bench Rotary Tool No:94701

LED LightNo:94106 Vacuum CleanerNo:94302 Air FanNo:94801 BlowerNo:94202

Battery Voltage:
No Load Speed:
Oscillation Angle:

20V
5000-18000r/min
3°

 20V BRUSHLED



.35.

Injection Box size:
Net Weight:

255x255x91MM
0.72kgs

Battery Voltage：
Battery Capacity：

12V
1.5/2.0Ah

Voltage:
Input Power: 
Output:

110-240V~  50/60Hz
50W
12VDC 2A

Dual Speed DrillNo:95624
No:95625 Dual Speed Impact DrillNo:95718 Impact DriverNo:95320 Bench Rotary Tool No:94704

LED LightNo:94107 12V Injection BoxNo:44103 12V BatteryNo:91213 12V ChargerNo:91114

Battery Voltage:
No Load Speed:
Torque Setting Range:
Chuck Size:
Max Torque (Soft/hard):
Max.drill capacity:  

12V
0-400/0-1500r/min
18+1
10mm 3/8” (13mm 1/2”)
20N.m
Steel 10mm / Wood 20mm

Battery Voltage:
No Load Speed:
Torque Setting Range:
Chuck Size:
Max Torque (Soft/hard):
Max.drill capacity:  

12V
0-400/0-1500r/min
18+1
10mm 3/8”
20N.m
Steel 13mm / Wood 20mm

Battery Voltage:
No Load Speed:
Impact Rate:
Chuck Size:
Max Torque (Soft/hard):

12V
0-2000rpm
0-3000bpm
1/4“
80N.m

Battery Voltage:
No Load Speed:
Chuck Size:

12V
6000-32000r/min
3.2MM 1/8”

Battery Voltage:
Power:
Switch:
Max Output：
Color Temperature：

12V
5W
50%/100%/Flashing
250LM/500LM
5000K

12V BRUSHLED



.36.

20V BatteryNo:91211 20V BatteryNo:91212 20V ChargerNo:91112 20V AdaptorNo:91113

No:44101 No:44102 No:44104 No:44105

Battery Voltage：
Battery Capacity：

20V
4.0Ah

Battery Voltage：
Battery Capacity：

20V
1.5/2.0Ah

Voltage:
Input Power: 
Output:

110-240V~  50/60Hz
50W
20VDC 2A

Voltage: 
Output:

110V-240V~  50/60Hz
20VDC 1100mA

TC BATTERY / CHARGER / INJECTIONBOX

Injection Box size:
Net Weight:

400x280x90.8MM
0.96kgs

Injection Box size:
Net Weight:

355x25x90.8MM
0.82kgs

Injection Box size:
Net Weight:

480x335x90.8MM
1.28kgs

Injection Box size:
Net Weight:

390x300.5x141MM
1.7kgs

20V Injection Box 20V Injection Box 20V Injection Box 20V Injection Box



.37.

Battery Voltage:
No Load Speed:
Chuck Size:
Max Torque:

4V
200r/min
1/4”
3.5N.m

Battery Voltage:
No Load Speed:
Chuck Size:

4V
15000r/min
3.2mm(1/8”)

Battery Voltage:
No Load Speed:
Chuck Size:

8V
28000r/min
3.2mm(1/8”)

Battery Voltage:
No Load Speed:
Chuck Size:
Max Torque:

4V
180r/min
1/4”
4.5N.m

Battery Voltage:
No Load Speed:
Chuck Size:
Max Torque:

4V
250r/min
1/4”
6N.m

Power Source:
LaserWavelength:
Leveling Accuracy:
Working Distance:
IP Rating:

3.7V 2200mAh
625-645mm(Y011G 505-530mm)
±3mm/10m(±1/9 in.at 33 ft)
20m/65ft(600-100LUX)
IP54

ScrewdriverNo:95201 No:95202 ScrewdriverNo:95203

Rotary ToolNo:94703 No:94702 Laser LevelNo:Y011R
No:Y011G

Screwdriver

Rotary Tool

4V&8V BRUSHLED



.38.

Rated voltage:
Frequency:
Input power:
No load speed:
Chuck Size:
Max capacity:

220-240V/120V
50Hz/60Hz
400W/3.5A
0-3000r/min
10mm 3/8”
Steel 10mm / Wood 20mm

Rated voltage:
Frequency:
Input power:
No load speed:
Chuck Size:
Max capacity:

220-240V/120V
50Hz/60Hz
500W/4.3A
0-3000r/min
13mm 1/2”
Steel 13mm / Wood 25mm

Rated voltage:
Frequency:
Input power:
No load speed:
Blade size:
Bore diameter:
Max cutling capacity:

220-240V/120V
50Hz/60Hz
1200W/10A
5800r/min
185mm
20mm
62mm@90° 42mm@45° 

Rated voltage:
Frequency:
Input power:
No load speed:
Dia.of wheel:
Thread size:

220-240V/120V
50Hz/60Hz
650W(5A)
12000min-1

100mm(4”)/115mm(4-1/2”)
M10/M14

Rated voltage:
Frequency:
Input power:
No load speed:
Stroke length:
Max cutling capacity:

220-240V/120V
50Hz/60Hz
850W/7A
0-2800r/min
25mm
Steel 10mm / Wood 150mm

Rated voltage:
Frequency:
Input power:
No load speed:
Stroke length:
Max cutling capacity:

220-240V/120V
50Hz/60Hz
400W/3.5A
0-3000r/min
19mm
Steel 6mm / Wood 65mm

Rated voltage:
Frequency:
Input power:
No load speed:
Oscilations angle:

220-240V/120V
50Hz/60Hz
260w/2.1A
15000-22000r/min
4°

Rated voltage:
Frequency:
Input power:
No load speed:
Dia.of wheel:
Thread size:

220-240V/120V
50Hz/60Hz
650W(5A)
12000min-1

100mm(4”)/115mm(4-1/2”)
M10/M14

Electric DrillNo:56215 Impact DrillNo:57326 Circular SawNo:76343

Reciprocating SawNo:77212 Jig SawNo:78123 Multi ToolNo:86229 Angle grinderNo:66304

AC


